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High Resolution
Video Presente r
TVP-8100/ 8500 User¡ s̄ Guide



Super-wide-angle 16X electromotive optical zoom  

64X magnification is possible with 16X electromotive optical zoom 
& 4X digital zoom.

High Resolution 850,000 pixels CCD adopted

High quality picture is possible with 1/3¡±850,000 pixels CCD.

CGI icon  

All Functions can be controlled using a mouse.

Save image frames  

Allows you to save image frames up to nine frames without PC connection,
making it easy to compare data and recall previous images.

USB control

Allows you to transfer data through a USB connection and control all functions
using a PC.

Various printing support

Allows you to select proper pixel for the presenter choosing

from various method, (FROM SVGA to XGA).

Various and convenient digital functions

Functions include image freeze, PIP, memory for 

customized user settings, image saving, screen 

manipulation and word emphasis.
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Confirm prior to
use and connection

Guide for the accessories, the
name of each part and
connection

3

A c c e s s o r i e s

¦U Check that you have all accessories

¦U Contact the head office or sales agency to purchase accessories and optional tools.  

Audio / Video Cable
(TVP-8500 Only)

S- video Cables
(TVP-8500 Only)

Reomote control unit 

Power Cable

Adapter lens  and
lens cover

(Instaled on Lens)

RGB Cables

USB cable
(TVP-8500 Only)

T V P - 8 5 0 0 p r o g r a m
(TVP-8500 Only)

PS/2 Mouse Mouse Pad B a t t e r i e s

User guide  Product Cover

Names of each part

4

Confirmation prior to use and connection

Front View
Camera Head 
(Capable of rotating 270¡Æ
top to bottom, left to right)

L e n s

Lock button
(Press when raising or
lowering the pole.)

Object panel and
light box panel

( lighting for fi lm.)

Remote control unit case

Remote control unit
r e c e i v e r

Side arm lamps
(left and right,

To il luminate
paper or an object)

Control Panel

Remote control unit case
¨\ Note

Please keep the remote control
in the case.
Remote control unit case

L igh t ing select i on  

Power Input selection Brightness  Image freeze

Zoom 
Scan 
m o d e

Auto  focus F o c u s



Names of each part (continued)
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Confirmation prior to use and connection

Rear Panel ( T V P - 8 1 0 0 )

£B

£C

£D

£E

£A

£APow er  Cor d c onnec tor  
AC100 ~ 240 V (Free voltage)

£BRS- 232C PC connector  
Allows for all functions of this presenter to be controlled by a computer by
connecting PC with an RS-232C cable.

£CRGB Input  j ack
Connects to DVD, PC or other RGB Video output devices. External input
selection sends the image through terminal.

£DRGB Output  j ack  1, 2
Connects to RGB Video input terminal of a computer monitor or  LCD projector.

£EMous e connec tor
Connects to a PS/2 mouse.
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Rear Panel ( T V P - 8 5 0 0 )

£B £C £D

£E

£F

£G

£H

£I

£J

£K £L

£M

£A

£APow er  Cor d connec tor   
AC100 ~ 240 V (Free voltage).

£BUSB connector
Connects with USB cable from
computer.

£CMIC v ol .  adj uster
Adjusts microphone volum. for 
the proper output level.  

£DMIC c onnec tor
Outputs presenter¡ s̄ voice by using a
monophonic microphone.

£ETV Vi deo Output  j ack
Connects to a video input terminal.
(TV or VCR)

£FS-  Vi deo Output  j ack
Connects to TV or VCR equipped with
a S-Video input terminal. Displays only
internal image even while external
input is selected.

£GA udi o Output  j ack
Connects to the Audio input terminal of a
TV or VCR for use of the MIC.  

£HA udi o I nput j ac k
Sends prerecorded voice

£I RS- 232C PC connector
Allows for all functions of this presenter to
be controlled by a computer by connecting
PC with an RS-232C cable.

£J RGB  I nput   j ack
Connects to DVD, PC or other RGB
Video output devices. External input
selection sends the image through
terminal 1,2.

£KRGB Output  j ack  1, 2
Connects to RGB Video input terminal of a
computer monitor or LCD projector.

£LLCD m oni tor  c onnec tor
Connects to LCD monitor (optional
accessory)

£MMouse connector
Connects to a PS/2 mouse
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Names of each part (continued)

Confirmation prior to use and connection

Reomote control unit 

L ig h t ing   but to nNeg at iv e  and  p osi t iv e
im ag e  sw it c h ing  b u t to n   

Po w er   

Mo use  b utt on   

Co lo r  and  B/W
sw i t c h ing  b utt on

Sc an  m o de  b u t t on

Pr eset  b u t t on

A uto  c o lo r  
c o m p ensat io n  b ut t o n

Im ag e  f r eez e  b u t to n

Fo c us b u t t on

Menu  but t o n

9 0¡Æim ag e  r o tat ion  but t o n  

Shad ing  ad jus tm ent  but t o n

Im ag e  sav e  b utt on

Im ag e  r ec al l  b ut t on

A c t iv ates OSD m enu  

Input  se lec t io n  b u t to n

Dig it al  z o o m

Co lo r  ad j ustm en t

Im ag es c o m p ar is on

EXIT  b u t t on

Im ag e  o ut l ine
c o m pensat io n  b ut t on

Br igh t ness ad j ust  but t o n  

A uto  f o c us

Zoo m  but t on

18 0¡Æim ag e  r o tat io n  but ton

Def au l t  but t o n

4 im ag e  f r am es d isp lay  bu t to n

9 im ag e  f r am es d isp lay  but to n

¨\ Not e
Instal l ing batter ies 
1.Remove the cover on
the back.

2. After checking (+), (-) pole
of the batteries, insert them
properly.  

3.Replace cover.

8

Sett ing up

1 Raise the pole slowly  with
pressing the lock button.

3 Raise side arm lamps, and
adjust them properly.

2 Rotate the camera head so
that the lens faces 
the bottom

4 Plug in the power cord 

100~240V AC is available.

2 2 0 V 110V 
(110V receptacle is
available separately)

Lock button

Setting up
Confirmation prior to use and connection



For operation

u s i n g

o n s c r e e n

i c o n s

Standard TV set can
be connected like
a b o v e .

Connect each of
t h e m .

M o u s e

Porjection TV

Standard TV

Audio/Video

cable 

S-video cable

Connection unit

9

Connection
Confirmation prior to use and connection

Connecting  LCD Projector / PC Monitor
Connect monitor cable to RGB Video Output jack

For operation using
onscreen icons  

Connect either
LCD Projector  or PC monitor

PC monitor
M o u s e

P r o j e c t o r

Monitor cable

Connection unit

¨\ Note
Insert monitor cable into RGB Video output terminal firmly  

Projector set can be
connected like above.

1 0

Connect ing with TV (Projection or  Standard TV)
-  Audio/Video cable must be match Audio/Video signal of the TV.

-  Connect video output port of TV with S-Video cable, audio output port with audio input port of TV.

-  Model TVP -8100 Cannot be connected with.

¨\ Note 
You can watch the sharp and clean image by connecting With S-video cable.

(L)

VIDEO INPUT

AUDIO INPUT

I N P U T

S - V H S
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Connection (continued)
Confirmation prior to use and connection

Connecting Video
¡Ü Allows you to record lecture or presentation on Video unit.   

¡Ü Model TVP-8100 Cannot be connected with. 

For operation
u s i n g
o n s c r e e n
i c o n s M o u s e

Projection TV
(Standard TV)

V i d e o

Audio/ Video cable

A u d i o
/ Video
c a b l e

Connection unit  

Connecting to a PC 
¡Ü Connect to a PC using a USB cable

¡Ü TVP-8500 installation is required to operate the presenter through a PC

(Refer to the page 27 for TVP-8500 usage)

¡Ü Model TVP-8100 Cannot be connected with.

P C

PC monitorP C

USB cableUSB port

Connect ion unit

(L) (L)

VIDEO OUTPUT VIDEO INPUT

AUDIO OUTPUT AUDIO INPUT

(L)

VIDEO INPUT

AUDIO INPUT
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General Use
Guide for control panel, icons,
remote control  

Using microphone  
¡ÜConnect a microphone (available separately) to the connector, and adjust the volume. 

¡ÜModel TVP -8100 Cannot be connected with.

M i c r o p h o n e
volume Adjuster

Microphone 
(available separately)

Using Lighting   
¡ÜNormal documents : Turn on the side arm lamps for better brightness.

¡ÜTransparencies : Like OHP film, use the bottom lamp.

Speakers are not built in this presenter. Connect LCD Projector/ Projection TV/
Standard TV equipped with speakers for the use of a microphone.

Normal documents T r a n s p a r e n c i e s

Connection (continued)
Confirmation prior to use and connection

Connecting RS-232C
¡Ü Connect USB cable to the RS-232C terminal of a PC.

¡Ü RS-232C cable is available separately.

¡Ü RS-232C program isnÕt supplied, but the description of comunication protocol can be

supplied for calling.

PC monitor PC RS-232 port

RS-232C cable

Connecting LCD monitor (optional accessory)
Connect the LCD IN terminal of LCD monitor to the LCD output jack of the presenter 

with a cable.  

F o r
o p e r a t i o n
u s i n g
o n s c r e e n
i c o n s .

M o u s e

LCD monitor

Connection unit  

Connection unit  

Connection unit  

¨\ Note 
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Using the presenter

Features on the control panel Using the control panel

L i ght i ng  s e l ec t i on

Pow er I nput  s e l ec t i on 
Br i ght nes s   

I m age f r eez e

Zoom Sc an
m ode

A ut o
f oc us

Foc us  

Pow er   
To turn the power on/off

Li ght i ng s e l ec t i on 
Each time you press this, it cycles
through:bottom lamp on, side arm
lamps on, all lighting off. Select
the proper lighting for an object.

I nput  s e l ec t i on  
Selects internal or external video
signal. Internal signal displays the
image from this unit, and external
signal displays VGA image from other
devices connected to the presenter 
(PC monitor or LCD P r o j e c t o r)    

Zoom  adj us tm ent   
Zoom in or Zoom out on the
screen.

Foc us  adj us t m ent
Focuses the image on the screen
manually.

Br i ghtnes s  adj us tm ent  
Adjusts the brightness of the
screen.

Sc an m ode
Selects resolution of Video output
devices 
(PC monitor, LCD P r o j e c t o r, etc.)
connected to this unit.Default is
XGA 60Hz.  

I m age f r eez e 
Freezes the moving image or
object. Allows for a smooth
screen transition when the
object is replaced.

A ut o f oc us
Focuses on the image and
object on the screen
automatically/manually.

Only the basic functions are available when using the control panel.
Others can be performed by using the icons or the remote control.  

General  Use

¨\ Note 
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Applies GUI onscreen icons, and allows for easy control using a mouse on the screen
Starting the functional icons

¡Ü Activated icons disappear after 3 seconds unless being used.   

¡Ü To finish using, click on.

Using the onscreen

Starting the functional icons
Connect a PS/2 mouse to this unit. The mouse pointer will be visible when it¡ s̄ connected.

Using the icons  

1 Right click to activate icons.

2 After placing the mouse
pointer on the icon you want,
left click on it.

Comparing images
Image freeze

Negative and positive switching

Starting the OSD menu

Displaying 9 image frames

Displaying 4 image frames

Displaying saved image

Saving 9 image f rames

Auto focusing

Zoom adjustment
Brightness adjustment

Image outline compensation

Auto color compensation

Switching between color 
and black and white

Rotating the image by 90¡Æ

Rotating the image by 180¡Æ
Manual focusing

EXIT

Star t i ng OSD menu (r ef er  to pag 21~24)

Starts the OSD menu to set up standard features of the presenter.

Negat i v e and pos i t i v e sw i tchi ng
Chooses between negative and positive image on the screen. 
Positive mode is set up as default.  

Image f r eez e
Freezes the displayed image. Continues to display object or image, allowing for 
a smooth screen transition when the object is replaced.

Com par i ng i mages
Allows you to display both the current image and images saved using PIP for easy
comparison.

Sav i ng ni ne i mage f r am es
Allows you to save image up to nine frames. Click on the picture window shown in
the bottom right to save.  

Di spl ay i ng sav ed i mages
Allows you to recall the saved nine image frames. In the picture window in the right
bottom, click on the image you wish to view in full size.

¡Ü Saved images are automatically deleted when power is turned off. 

¡Ü Previous image is replaced with the new one when you  click on a
picture window in which another image has already been saved.  

General  Use

¨\ Note 

£¡
Pr ecautions



19 20

»ç ¿ëÀü È® ÀÎ  pà

Using the onscreen (Continued)

Using the icons

Di s pl ay i ng 4 i m age f r am es
Todisplay saved 4 image frames.  

Di s pl ay i ng 9 i m age f r am es

To displays  saved nine  image frames  simultaneously.

Rot at i ng t he i m age by  180¡Æ
Allows you to rotate the image by180 .  

Rotat i ng t he i m age by  90¡Æ

To Allow you to rotate the image by 90¡Æ.

Col or  and B l ac k/Whi te  s w i t c h i ng  

To Allow you to view the screen in colored or B/W.

A uto  f oc us i ng

To Allow  you to adjust the color on the screen automatically.

I m age out l i ne c om pens at i on

The outline of words is vivid if  selected,effect to, the image or color clearly.  

Br i ght nes s  ad j us tm ent
To Allow  you to adjust the brightness on the screen. Click on this icon, then the
mouse pointer is moved away from the icon. Adjust it by clicking the left and right
mouse buttons.

Zoom  adj us t m ent

To Allow  you to enlarge or reduce the image and object on the screen. Click  on
this icon, then the mouse pointer is moved away from the icon. Adjust it by clicking
the left and right mouse buttons.

A uto  f oc us i ng
To Allow  you to focus the image and object on the screen automatically.

M anual  f oc us i ng
To Allow  you to focus the image and object on the screen manually. Click on this
icon, then  the mouse pointer is moved away from the icon. Adjust it by clicking  the
left and right mouse buttons.

EXI T
To finish functional icon menu.

General  Use
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Using the onscreen (Continued)

Starting the OSD menu
Sets up the mode of the presenter.

1 Activates the functional icons.

2 Click on the OSD menu icon.  

Color adjustment

Digital zoom

Brightness gain control

Ref resh rate

Shading adjustment

Presets

Language selection

PIP size adjustment

Mouse setting

Exit

After activating the icons, click on the OSD menu.  

Cl ick !

Usage

22

Using the OSD menu

Col or adj ustment
Allows you to adjust the
color on the screen
manually.

Example) To increase the red color factor. 

Choose RED, then right click moving the
mouse pointer out of the menu bar.  

Br i ghtness
gai n contr ol
Maintains image
brightness in whatever
lighting condition.

Example) When the BLC function is chosen

BLC (Bac k  l i ght  c om pens at i on)
When the image is dark due to the strong or direct light, this
function increases the visibility of the image. It is activated at the
brightness gain 9dB.

Di gi tal  zoom
Allows you to adjust the
digital enlarging ratio of
the image.

Example) To enlarge the image by 64x.

After setting the digital zoom magnification by 4x, control the
electromotive optical zoom. (Refer to the zoom adjustment using the
icons on the page 20) Increase the electromotive optical zoom
magnification by 16x. Take your finger from the button, then, press it
again and the digital zoom magnification will be increased.
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Using the onscreen (Continued)

Using the OSD menu

Pr eset sav i ng
Allows to save up to four
customized user settings,
and recall them rapidly on
d e m a n d.

Example 1) To save the value 
(Saved in the number you press)

Example 2) To recall the saved value 
(Press the memory location number)

Shadi ng 
ad j us tm ent
Allows you to adjust the
shading of the image on
the screen.

Example) When the image is shaded

Language
Chooses the language
for the OSD menu and
operation of the
presenter.  

Example) To choose English

Refr esh r ate
Allows you to adjust the
scan mode of the
presenter properly to the
output device connected.
Default is XGA 60Hz  

Example) To choose SVGA 60Hz
Pi c tur e i n pi c tur e
(PIP) s i ze 

Allows you to adjust the
PIP size. 

Example) To set PIP to 1/4 scale.

Ex i t  
Exit OSD menu.

Example) To exit OSD menu.

M ous e
Allows you to adjust the
sensitivity and shape of
the mouse pointer.

Example 1) To adjust the movement speed of the mouse pointer.

Example 2) To change the shape of the pointer to          .

Usage



25

Using the remote control unit
You can operate your presenter from a distance, accessing all the features.

¨\ Note
Using the OSD menu on the r emote contr ol

Select the function you want with the                   button. Press the         button to
display the detailed menu, and select the function which you want again with 
the                   button.   

Usage

1

5

4

8

2
6

3

7

9

12
13
16
18

11

10

14

15

20

21

23

22

26

27

17

19

24
25

29

28

26

Using  the remote control unit

1 Pow er  button
By power on-off.

2 Lighting selection button
By pressing button internal lamp
on ¬^ Side.

3 Input selection button
To select internal / external video
signal.

4 Mouse button
To change the shape of mouse  pointer.

5 Posi ti v e/Negativ e image button
To convert the image positive to
negative or negative to positive.

6 Br ightness button(OSD menu)
Whith out other light¡ s̄ help,
to display the image sharply.

7 Zoom button(OSD menu)
To adjust the scope of enlarging Zoom.

8 Color /White button
To view the image colored or black/white.

9 Color  depth adj usting button
To adjust the depth of red, blue color.

10 Save condition button(OSD menu)
To save 4 conditions in advance
and call the condition needed by 
user¡ s̄ will fast.

11 Image output mode select button
To select the output mode of the
presenter to match the output device.

12 Compared  image display  button
To compared freeze image of complementary
window with the current image on screen.

13 Finish button
To finish operation the digital function such as saving
and calling  the saved image.

14 Automatic color  adj ust button
To adjst the color of image automatically.

25 Initial  condition setting button
To initialize the state and condition 
of screen.

26 Image sav ing button
To save max, 9 frames of image.

27 Sav ed image cal l  button
To call the saved max,9 frames of  image.

28 4 fr ame display  button
To display 4 frames of image.

29 9 fr ame display  button
To dispaly 9 frames of image.

21 Menu button
To activate the icon function.

22 Ambient br i ghtness setting button

To compensate the dark part to be bright.

23 Feature 90¡Ærotating button
To see the feature rotating  90¡Æ.

24 Feature 180 ¡Ærotating button
To see the feature rotating180¡Æ.

17 Auto f ocus button
To focus the image automatically.

18 Br ightness adj usting button

To adjust the brightness of the image.

19 Zoom button
To enlarge or reduce the image.

20 Focus button

To adjust focus of image manually.

15 Image f r eeze button
To freeze the image on screen.

16 Outl ine compensating button
To clear the outline of character and shape 
of image.
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Capture and screen save functions are available in TVP-8500 Install TVP-8500 program in you PC to use.  

Installing TVP-8500 program 

Using the program

- Pentium ¥±300MHz or above    - VGA card memory 16M or above
- 64M RAM or above                   - WINDOWS 98/Me/2000/XP

¡Ü System requirements

First, insert TVP-8500 program disk into the floppy disk drive.

1 Open ¡° My  Computer ¡±on the desk
top,  then select the floppy  disk
dr iv e.

3 Instal l  DP Captur e on the PC.

2 Copy  the tw o folder s in the 
TVP- 8500.

¡° Copy¡±the two folders in the program by right clicking
and selecting ¡° copy¡±.

¡° Paste¡±the folders on the background screen by right
clicking and selecting 

¡° paste¡±.

Usage

28

Executing TVP-8500

First, connect the PC to this unit using a USB cable. (Refer to page 12)

1 Double- cl i ck on the DP Captur e icon
on the desktop.

2 The scr een at the left appear s i f
the PC is connected proper ly  to
the unit.  

Clicking on the      button connects 
the presenter to the data communication.  

3 SNAP    or  LIVE    di splay s
the cur r ent image fr om
the pr esenter .
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Using the program (continued)

Name of the icons

ZOOM

PA NNING

OPEN

SA V E

FIT  T O WINDOW

SNA P

L IV E

L IV E ST OP NEA R

FA R

WIDE

T ELE

DA RK

BRIGHT

A UT O FOCUS

A WC

Usage

ZOOM
Enlarge or reduces the frozen
image. (Adjust it by left
clicking the mouse.) 

PA NNI NG
Move the enlarged frozen
image. (Use by the clicking the
mouse.)

OPEN
Recall the saved image.

SA VE
Save the frozen image as a

¡° BMP¡±file.

FI T  T O WI NDOW
Bring the enlarged or reduced
image back to the original
size, fitting the window.

SNA P
Snap the current image
through the presenter.

LI VE
Display the current frozen
image through the presenter in
series.

LI VE ST OP
Stop ¡° LIVE¡±

NEA R
Display the image vividly 

FA R
Display the image dimly

WI DE
Reduce the image

T ELE
Enlarge the image

DA RK
Darken the bright image

BRI GHT
Brighten the dark image

A UT O FOCUS
Focuse automatically

A WC
Maintain the optimum color
automatically.

¡ÜThis is the icon to present image status at your will.
¡ÜAt the point of ¡° SNAP¡±state, you con¡ t̄ present, after finishing operation, 

to push the SNAP again, you con present.

Using icons




